Lithium lon

Classification Flowchart - Lithium lon Batteries

All cells and batteries must be tested in accordance
with the UN Manual of Tests and Criteria Part ll|
Subsection 38.3 (DGR 3.9.2.6)
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Limit per package:
Pax A/C =5 kg
CAO = 35kg
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Limit per package:

Pax A/C = 5 kg
CAO =5 kg

* exceptions exist to the marking requirements

—see Pl 967 Section Il
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Limit per package:
Pax A/C = Forbidden
CAO = 35 kg

Limit per package:
Pax A/C = Forbidden
CAO =10kg
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Limit per package:
Pax A/C = 5 kg
CAO = 35 kg
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Limit per package:
Pax A/C =5 kg

CAO =5 kg
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Classification Flowchart - Lithium Metal Batteries

All cells and batteries must be tested in accordance
with the UN Manual of Tests and Criteria Part ll|
Subsection 38.3 (DGR 3.9.2.6)
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Cells >1 g; Batteries
> 2 g
UN3091

P1 970
Section |
IMP: RLM

Limit per package:
Pax A/C =5 kg
CAO = 35kg

Cells <1 g;
Batteries <2g

UN3091

P1 970
Section Il *
IMP: ELM
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Limit per package:
Pax A/C =5 kg
CAO =5kg

* exceptions exist to the marking requirements

—see PI 970 Section I

Cells >1 g;

Batteries > 2 g

UN3090
PI 968
Section |A
IMP: RBM

Limit per package:
Pax A/C = Forbidden
CAO = 35 kg

Cells <1 g;
Batteries <2 g

UN3090
Pl 968
Section IB
IMP: RBM

Limit per package:
Pax A/C = Forbidden
CAO =2.5kg
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Cells >1 g;
Batteries >2 g

UN3091
Pl 969
Section |
IMP: RLM
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Limit per package:
Pax A/C =5 kg
CAO = 35 kg

Cells <1 g;
Batteries<2 g

UN3091
Pl 969
Section Il
IMP: ELM

rererrrrress,

Limit per package:
Pax A/C =5 kg
CAO =5kg
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